


PSD RMS Values Summary





Condition�
Roll


(mrad)�
Pitch


(mrad)�
Yaw


(mrad)�
X-Accel


(mg’s)�
Y-Accel


(mg’s)�
Z-Accel


(mg’s)�
�
Bench Test�
36�
45�
32�
21�
21�
29�
�
Ground Engines Off�
40�
65�
42�
83�
16�
48�
�
Ground Engines On�
67�
316�
102�
115�
16�
72�
�
10,000 ft�
25,750�
4,824�
14,460�
166�
28�
152�
�
20,000 ft�
1,217�
606�
2,117�
247�
24�
176�
�
30,000 ft�
1,196�
456�
1,571�
199�
26�
112�
�
40,000 ft�
3,195�
2,491�
2,987�
153�
22�
105�
�
45,000 ft�
5,003�
1,713�
3,430�
143�
24�
109�
�
45,000 ft w/o Autopilot�
5,342�
2,150�
5,336


�
141


�
21


�
123


�
�
 50,000 ft�
3,828�
1,755�
1,295�
131�
13�
107�
�
60,000 ft�
529�
1,236�
400�
452�
23�
202�
�
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IMU Data Measured for the WB-57F in Level Flight at 60,000 ft
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IMU Data Measured for the WB-57F in Level Flight at 50,000 ft
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